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ABSTRACT

This report descrlPes in detaii the (_esion OT a two

_heel bulk material t_-ansDort vehicle. The desio_n consists

of a modified c_li_7drisal bowl, two i_TdeDendentlv controlled

direct drive motors, and two deformable wheels. [he _owl has

a carrvino capacity of _.8 m (I00 ft ) and is constructed of

aluminum. The low speed, hioh HP motors are directl,,

connected to the wheels , thus yielding only two moving

_ar_s. The wneels, specifically _esiqned for lunar-

applications. _itilize _he chevron tread pattern fo,- _o_imum

traction. The vehicle is maneuvered by varying the relative

angular velocities of the wheels. The bulk material Oeing

transported is unloaded bv utilizing the motors to oscillate

the bowl back and forth to a height at which dumpinq is

achieved.

The analvtlcal models provided in this report were

tested using a scaled prototype of the lunar transport

vehicle. The experimental data correlated well _ith

theoretical predictions. Thus, the design established in

this report provides a feasible alternative for the handling

of bulk material on the moon.

ORIGINAL PAGE IS
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PROBLEM STATEMENT

The oD,iective of this ol-o]ect _as _o Oesign a two-

_heeiea dumDtruck to be useO in lunar excavation operations.

This design Has to De a feasible alternative to conve_qtional

earth movino eouioment. Out _as constrained to use G_qlv two

moving parts. The vehicle must be able to transport _.8 cubic

meters of Dayload and successfully travel on various terrains

of the lunar surface.

[n order to Be successful, the vehicle must be aole to

t,-avei at a too sDeed of 15 km/hr, climb slooes of 25

deqrees, and traverse inclines of 45 degrees. The _ehicle

must Dosses a configuration that cannot be permanently turned

over. In addition, it must be able to accept guidance signals

relayeO from a remote location.
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DESCRIPTION

The two wheeled lunar vehicle's primary comoonents are a

_vlindrical aluminum Oowl. two independently controlled

direc_ drive motors, and two deformable wheels.

The shaoe of the bowl is an extended half cylinder with

a length of 2.76m. a radius of 0.Sm. and a thickness of

2.54 cm. The bowl is constructed of AA336 aluminum having a

density of _740 kg/m and a coefficient of thermal expansion

of 0.00003 cm/C A divider located in the center of the

bowl T-eOuces deformation and keeps the load distributed

evenly. The opening, for the loading of soil, is 1.393 m

across and 2.76 m long. These dimensions will a low the

transport of I00 f_ oi- 2.8 m_of lunar soil.

Rigidly attached to each side of the bowl s a low

speeO, high torque synchronous motor. The stator is mounted

on the bowl and the rotor is attached to the wheels. The

motors are powered bv three phase current which has been

converted from direct current supplied from the batteries.

The motors are housed in shells located on each side of the

bowl. These shells also house the batteries and control

system. All of these components are readily accessible by an

access panel on the shell.

The wheels proposed for this design have a radius of

I.IA m ( 90 in. ) and have a width of O.q6 m ( 18 in. ) and

will follow U.S. Patent #3,493,0e7. The deformable wheel,

made from aluminum and titanium, deforms proportional to the

applied load, thus providing good traction. A chevron tread
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oattern is utillzeo fo_- t_-action OurDoses.

l-he visual quidance system to be utilized '._ill co,nsist

oT aT-,8 - l_ micron ic,frared camera for resolution arnd a

laser r angefi_noer for depth perception. These two pieces of

eouioment wi i i be mounted on too of the motor housinqs.

Control of the vehicle will he accomolished via radio singles

From earth or some ocher remote location.

A summary of the design soecifications and critical

_]ermormance characteristics is provided in the follov_i,no

_aOle.



SPECIFICATIONS

CARRYINGCAPACITY:

LENGTH:

RADIUS:

THICKNESS:

MATERIAL:

MASS:

RADIUS:

WIDTH:

MATERIAL:

MASS:

MAX. POWER:

MAX. TORQUE:

MASS:

MASS UNLOADED:

MASS LOADED:

BOWL

_.8 cubic meters

_.76 m

).8 m

2.54 cm

AA336 aluminum

969 kg

WHEELS

1.14 m

0.46 m

aluminum and titanium

75 kg

MOTORS

9.5 hp per motor

_A00 ft-lbs

200 kq

ENTIRE VEHICLE

1244 kg

6695 kg
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VEHICLE PERFORMANCE

F-!AX. A[:CELERAT_ON FULL:

i_iAX. ACCELERATION KMPTY:

_'!AX. VELOCITY :

dPHILL i-lAX. GRADE :

DOWNHILL MAX. GRADE :

MAX. FRAVERSE ANGLE :

0. '76B m / s

0.64_ m/s

15 km/hr

B5 degrees

36 degrees

45 degrees

OF POOR QUA.LITY



DYNAMICS

The Ovnamia analysis concentrates on stable linear

proouislon OT _he bowl _ith 770 carload loss. As such. t_o

modes of _ailure exist. First, the torque reouirements for

acceleration7. _ilmbi_7o hills, and c_-ossimo obstacles .nay

cause the bowl to tilt at an angle which causes soiilaoe.

Second, the toroue reouirements may exceed that which is

obtainable from the given soil, causing excess slipoaoe or

:mmobilizatio_7. Both of these moOes _ill be discussed i_7

detaii, however. _ should be LTo_ed that 'bowi tlppino" is

the failure most likely to occur and, therefore, sets the

design criteria.

Soil Mechanics

Soil mechanics theory to date is based primarily on

emDirical data. The compound problems due to different soil

types, terrain, and environments have ailoweO only limited

use of theory. The most comolete set of relations used a_-e

those develooed by M.G. Bekker during the late 60's and early

?O's. These relations are primarily "curve fits" to

experimental data. They do. however, produce fairly accurate

results and, therefore, are extremely useful i,7 desion.
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Soil Thrust

When a rotating wheel is loaded with a vertical force W

a tractive effort or "soil thrust " H develops as a result of

the shearing strength of the soil. This force is

schematically shown in (figure i).

(Figure i)

The soil thrust may remain constant or it may vary with

vehicle weight depending on the soil type. For wet clay or

snow the soil thrust is constant with respect to W due to

cohesive forces which bind soil grains together. This

bondage remains constant irrespective of the pressure exerted

on the ground by the wheel. For dry sands, however, soil

thrust is developed as a result of friction between the

grains. These forces obey Coulombs Law of friction and,

therefore, change with respect to pressure. Most soils have

both cohesive and frictional forces acting on the grains.

Thus, the soil thrust can be expressed by the following

relation:

H = Ac + W tan _ where A = contact area

W = weight

c,_ = soil parameters

A plot of H versus W for a soil with both cohesive and

frictonal forces is given in Figure 2a.



H

W

H

W

Figure 2a Figure 2b

Since the moisture content of lunar soil is approximately

zero, c = o thus giving the graph of H versus W shown in

figure 2b.

Resistance

External motion resistances are forces which are created

by soil deformation and, therefore, do not produce soli

thrust. The major motion resistance is due to soil

comoaction anO is given by Bekker as:

RC = I x L_

(3-n)_h_--_._ (n+l)(Kc+bK@)_--_

where W = total weight (Ib)

D = wheel diameter (in)

b = equivalent wheel width (in)

kc, k_, and n are all soil parameters which relate flat

plate sinkage to pressure by:

iZ = P

Kclb + K_

where p = plate pressure (psi)

If vehicle parameters are used. the sinkage equation

9



becomes:

Z = 3W _* I

(3-n) (Kc+bK@)

(Bekker 1966)

which accounts for the curvature of the wheel.

parameters are shown in (figure 3).

The

Figure 3

kc and ko are constants describing the cohesive and

frictional forces respectively.

Sinkage versus payload for the lunar design is shown in

Appendix A Figure I. Since kc, k_, and n are empirical

constants, values for lunar soil are not readily available.

Thus, the values for play sand which has a moisture content

of zero and a density comparable to that of lunar soil has

been used.

Drawbar Pull

The ability of a vehicle to move depends upon difference

between the soil thrust H and the resistance R . It is

customary to refer to this difference as drawbar pull

indicating that force which would be directly measured on a

tow hook or trailer hitch. Mathematically, drawbar pull is

i0



_×DresseO as_

DP = H -

in the iunar _esign, drawOar pull is the force parallel

to the qround which is applied to the Oowl. This force is

useO for both acceleration and hill climbing. A drawOar Dull

of zero indicated that the bowl has Oecome immobilized while

a negative dFawbar pull indicates _hat a force must be

aD_lieO in order To keeo the bowl f_-om movinq i_7 the o_posite

direction, for example, back down a hill. For a rigid wheel

in dry frictional soil. (Poletaver 1964) expressed drawOar

pull as follows:

5(3-n; D 3-n ) D 'J'_

A plot of DP versus weight is g yen in Appendix A Figure 2.

and DP versus hill incline is given in Appendix A Figure 3

for the lunar design. Figure 3 of Appendix A indicates that

the maximum hill which the lunar design can climb is

approximately .44 radians (25°).

Torque Requirements

Although drawbar oull is useful in desion, a stress

analysis of the wheel is a much more useful approach.

ii



Figure 4 indicates the stresses acting on a wheel in

rotation.

Figure 4

Shear stress acts tangent to the tire, opposite the

input torque direction, while normal forces act normal to the

tire toward the center. Since the normal stress has an

equivalent force which runs through the tire center, it

contributes no torque about the center of the wheel. The

shear stresses act in such a way as to propel the wheel along

the surface. Thus drawbar pull originates from the shear

stresses acting on the wheel.

Like drawbar pull, the shear stress has two components,

one which propels the vehicle, the other which represents

resistance. Bekker gives the shear stress as follows:

-_ = p tan

propulsion

- K Z

l(n+l)

resistance

where P = pressure exerted on the ground

K = kc/b + k_

Z = sinkage

n = soil exponent

0 = angle of friction

1 = track length

12



Track length i is defined in (figure 5).

%
Figure 5

Since the diameter is large (i.e. small curvature), 1 is

approximately equal to the arc length between points a and b.

Thus,

l=r8

from previous discussion,

P = K z

Thus the shear stress can be represented as:

= KZ tan "_ - X Z C_

r8(n+l)

The torque which must applied is then defined by:

r = 5 D/2_ dA

assuming_ to be constant.

T = D/2 _ A

A = bl where b = tire width

Thus,

T = (D/2)-b.(D/2)'8-"W_

= D_bS_

4

The starting torque, defined as the torque required to

begin movement, is equal to the torque produced solely by the

resisting shear.

13



TS = Dz"b_9 . _'_

= D l bE3 KZ

4 r_

= DbKZ

2

while the maximum torque obtainable from the soil is given by

TM = Dz b_ • _r

4

= DZb8 I KZntan _ - KZ_m_ _
L+ rS(n+i )

Starting torque vs weight and maximum torque

weight are both plotted in Appendix A, Figures 4 and

5 respectively, for the lunar design.

VS

Bowl Tilt

When a torque is applied to the wheels in order to

propel the bowl, an equal and opposite torque is applied to

the bowl as shown in (Figure 6).

Figure 6

Thus, while moving, a torque is applied which tilts the

bowl "toward" the direction of movement. In steady state,

14



the bowl tilt will remain constant. Thus, the input torque

will be balanced by a torque due to the mass of the bowl and

the angle of tilt. This is shown in (Figure 7).

T = mg cos G

e = 90 - Y

T = mg sin

OF,

Figure ?

= angle of tilt

This analysis assumes that the soil does not shift in the

bowl appreciably. This was experimentally determlned to be

accurate up to a tilt of about .7 rad (45 ). Torque vs

bowl tilt is plotted in Appendix A Figure 6. The maximum

torque that can be applied by each motor (full bowl) is

approximately 1400 ft-lb while the maximum torque (empty

bowl) is approximately 300 ft-lb. The results of the torque

- bowl tilt analysis is given in the table below.

startinq torque bowl tilt 45 torque

full

empty

520 ft-lb 15 1400 ft-lb

40 ft-lb 6 300 ft-lb

Thus an additional 880 ft-lb of torque per motor is

available for acceleration, hill climbing, and obstacle

15



crossino when the Oowl is full. while an additional 260 ft-lb

is available when the bowl is emptv.

SYSTEM EQUATIONS

Applying Newton's Laws to the free body diagram of the

bowl yields the following governing differential eouations:

J dzY = Ti - Mo cos(Y)

dt %

and

dzX = r d%Y

dt i dt i

where Y = angle of bowl tilt (+ uphill, - downhill)

J = polar moment of inertia of the bowl

M = mass of the vehicle

x = position parallel to the surface

Although the form of these two equations is simple, the

solutions are complex. This is primarily because of the non-

linearity of the torque equation. The conventional method of

solving this equation is to assume that sin(Y) is

approximately equal to Y. However, this is only valid for

small changes in Y which is not applicable in this case since

O

the bowl tilts + 45

In addition to the above problem, the nature of the

damping ratio is not known and, therefore, has been omitted.

With out damping, the bowl tilt would oscillate even in

steady state, which was found not to be the case during

experimentation.

Although the solutions to the above equations are

complex, there is an alternative method of describing the

bowl acceleration paralell to the surface. Since the drawbar

16



pull represents the net force actino on the bowl paraleil to

the grounG, this force multiplied by the mass yields the

acceleration of the bowl along the surface. When the vehicle

is climbing or traveling down a hill, the net force along the

surface equals the drawbar pull and the component of the

vehicle weight along the surface.

Thus, the acceleration can be expressed as

d_X = M (DP - sin(Y))

dt _

where M = mass of the vehicle

DP = total drawbar pull from both wheels

Y = angle of bowl tilt + uphill, - downhill)

DESIGN OF LUNAR DUMPTRUCK BOWL

Perhaps the main component of the lunar dumptruck design

is the bowl. The bowl, or hopper, s responsible for holding

the lunar soil which is to be transported. The bowl must be

aOle to accept soil through an opening at the top, transport

the payload without losing any out the same opening, and dump

the soil through the opening upon arriving at the designated

dump site.

The considerations involved with the bowl are obvious.

The shape of the bowl must lend itself to the desired tasks.

The bowl must be capable of transporting a certain set volume

of lunar soil during each trip to the dump site. The bowl

must also be capable of sustaining the harsh lunar

environment, particularly the temperature extremes and

thermal gradients involved. Lastly, the bowl must be designed

17



to _Itnstand DroOlems associated with the dumptruck's motion.

She first ot these considerations is ,Jerv imDor_a_nt. The

_ape of the bowl _ill determine such _ninqs as the

dimensions of the vehicle, _elght and thus cost. and

performance capabilities. The volume which the dumotruck is

designed to carry also determines to a great extent these

specifications. It is desirable to carry as much lunar soil

as possible, but one sacrifices weioht, cosz, and performance

to o_tain a large Eapacitv.

As with all materials involved in the design, the bowl

must be made of metals capable of withstanding the lunar

environment. The main problem with the bowl will be the

presence of temperature gradients_ which can cause thermal

stresses in the bowl, possibly leading to failure. Corrosion

is not a problem in the lunar environment because of the

vacuum conaition. This precludes the necessity of finding a

tvoe of paint that is capable of protecting against

corrosion.

In order to deliver its capacity to the dumo site, the

bowl must be able to withstand the disturbances incurred in

the motion of the truck. The loss of lunar soil could come

from jolts to the dumptruck as it passes over small obstacles

and from random swinging of the bowl when there is a shift in

the payload. Another criteria of the design is that the

dumptruck must be capable of righting itself should it flip

onto one of its wheels while in the process of traversing an

incline.

18



_o beoln the desion of the bowl, many shapes and

caoacities were examineO. A decision was maOe on the basis of

each shaoes aovantaoes and disadvantages. Professor Brazell

suggested a range within which to have the capacity, the

final volume being chosen to give reasonable hauling

capabilities. The bowl was chosen to be able to carry 2.8

cubic meters (I00 cubic feet) of payload. After setting the

volume, exact dimensions were chosen which were a compromise

between weight, cost. and manueveraOilitv. Fhe bowl material

was then selected through research and contacting various

experts.

The bowl design which is to be implemented can best be

described as a cylindrical shape with a 120 degree opening

through which soil may pass, as shown in Appendix C Figure I.

The bowl is to have a radius of 0.80# meters and a length of

2.?6 meters giving the wheel a radius of i.i# meter and a

0.3# meter clearance. The advantages of this type of shape

are many. The opening, which is 1.393 m across and 2.?6 m

long, is large enough for another remotely controlled machine

to easily load lunar soil. The motors used to drive the

wheels can be easily mounted onto the flat sides of the bowl.

Also, the proposed bowl shape has better stability in motion

than other possible shapes. This is because the center of

gravity is lower than other designs and is well below the

axle. Also, the long cylinder shape makes the vehicle more

stable when traversing hills laterally. This bowl design

also has the advantage of being able to keep more soil in the

19



bowl because the cylinder extends beyond the 180 of a half

cylinder, as will be _iscussed further below.

The only problem with the 2#0 design is its use of

large amounts of material, i-aising the weight and cost of the

design. The excess weight is not advantageous because of the

cost incurred to ship the dumptruck to the moon.

Once the dumptruck arrives on the moon the excess weight

of the bowl will be aOvantageous. The weiaht of the bowl

provides the counter-torque necessary to accelerate the

vehicle. If too light, the bowl will simply spin under the

torque of the motors and the wheels will not be forced to

roll forward.

The material of the bowl is to be aluminum, specifically

AA336. The material selection was researched extensively,

information being obtained through literature, graduate

students, professors, and NASA engineers. Ms. Jill Harvey

suggested that we contact Mr. Dennis Matthews of NASA for his

input. He directed the group to a technical report, Desiqn,

Development I and Manufacture of the Lunar Rovinq Vehicle

Technical Proposal. Through the use of the Materials

Enqineerinq Materials Selector 1986 and a materials selection

data base, the group narrowed the choices to two

possibilities, specifically AA336 and AA390. Dr. Carolyn

Meyers, of Georgia Tech's Mechanical Engineering Deoartment,

agreed that these metals are well suited to the design

criteria. Both of these alloys have low coefficients of

thermal expansion, but the AA336 possessed better high

2O



temperature strength. A T65 heat treatment is also suggested

to improve the strength. 7he alloys tensile strength of 47

kpsl and a yield strength of #3 kpsi satisfv the design

needs. The results of a stress analysis are given in Appendix

C Figure 2.

It was decided that a an anti-wear laminate was not

needed for the design, because aluminum already has good

resistance to wear. The addition of laminate would improve

the design's anti-wear properties, but sacrificing both

weight and cost.

The bowl design was decided to be a 2#0 degree cylinder

in which the determined payload is achieved by filling to the

180 degree line. This design is capable of withstanding any

motion incurred by the dumptruck while en route to the dump

site. The main problem is the counter-torque applied to the

bowl by the motors. Although there is sufficient weight in

the bowl so that it won't flip, it will travel at a slight

angle to the normal. Since the bowl design has an opening of

120 degrees, or 30 degrees past a flat top on each side, any

motion of the soil in the bowl will be contained by the

sides. These built-up sides also satisfy the design

consideration of the bowl being able to sustain its load when

any swinging might occur during a sudden change of motion

incurred by the vehicle traveling down an incline or

traveling over an obstacle. Another design consideration, the

ability of the dumptruck to right itself, is satisfied

through a combination of both the bowl shape and the wheels.

21



The shade or the 10owl. oossesslnO a iaree olstance between

the _,neels, woui_ be i_Therentlv unsta01e if standino on its

en_ 0_Je to the r71gh center of _ravity that would Fnsu_t. This

fact would be _3m_ined with zhe controller _urnin_ the wheel

on the qround in or0er to impart some motion to the overall

machine causlna the truck to fall back into a oesiFaDle

position.

DESIGN OF LUNAR DUMPTRUCK WHEELS

Aside from the bowl. the other main component of our

design are the wheels. The wheels are responsible fOF

supporting the bowl, both empty and full_ providing traction

to move the machine from the landing site and back again, and

aiding in the dumoing process. The size of the wheels that

must be used have a 1.14 m radius and a 0.46 m width.

The two main constraints involved with the wheels are

the environmental effects on the wheels structure and the

traction oerformance of the wheels. Each of these areas had

to be studied and a final design had to comprise the best

qualities of all designs studied.

Of the environmental constraints which the lunar

environment imposes, those which are applicable to the w_eel

design are the temperature extremes and the hard vacuum. The

extreme temperatures oresent and the temperature gradients

which are produced can be withstood by onlv a select group of

materials. The temperatures also cause oroblems with the

oossibilitv of using pneumatic tires because of the o_-essure

_2



_ex_-emes that :,_ouid be ._ rLi:]EZlOn C)T tne atmosonerlm

_emoemature. The nard _,acuum cOmolned wl th one _emDeFatuFe

leans to fD_her O_-obiems as _ell. Unoer these ,zonditl_]_]s, anv

surTaces which rub tooether could possibly cold weld to each

ocher. ,_ot allowing any further relative movement.

in order to transport a payload from one location to

another, the proposed dumptruck design must incorporate

wheels that are aOle to oDtair_ sufficient traction o,_ the

iuna,- surTaoe. Fhe tmucK _nust also be aOle co SUEEeSSTul i_

navigate inclines which may Oe encountered while t_-aveling to

or from a dumosite. The properties of the soil, belnq much

like dry sand on earth, dictate that a unique tread design be

implementeO. This design must be able to aid in traction when

passino over small obstacles as well as allowing for a large

surface contact area in order to better climb hills.

At the outset of the wheel design, innovative designs

were sKetcheo out on oaoer. The general aOvantaqes d_]d

disadvantages of each design were established. Based on the

choice of what was oonsidereO an optimal design, research was

performed to establish material and performance parameters.

included in this research was establishing a contact at the

Tillage Laboratory at Auburn University in order to obtain

vital information concernino tread design. The research

process led to a desian that optimized the parameters that

were deameO as important bv the discovery of a patent

alternative.

[he desion which is beinn proposed is that found in the

23



!jr_i_eO _tates Fate_7t _3._93. J_? for- a deformaDle ,,enlc_e

_neei . ihe oesidn _as OeSlqneO ov i_qventors Calvin V. _ ern

and Donald L. bewhirst to De used on the lunar surface. The

advantaoes o_ this design are many. _-anginq from _he

materials that are fused to enhance the oerformance of the

vJheel, to the traction and surface area it provides w_ile in

motion. The design incorporates an inner hub assembly

connecteO to an i_ner rim by a system of spokes. The inner

:im is _zonnected to the outer rim b_ _Lexible rinos.

Most of the wheel is composed of aluminum_ including the

hub and the connecting spokes, the aluminum provides the

design necessary stability while being lightweight and able

to withstand the temperature extremes. The connecting rings

and the outer rim are made of titanium, which has a superb

strength to weight ratio and is also quite flexible.

_he oer¢ormance of this wheel satisfies all of the

3esign EFlterla set forth. As the wheel traverses a surface_

the applied load on the wheel forces the deformation of the

outer rim and rings. _he rings act as springs, deflecting and

supporting the wheel in proportion to the applied load. This

distribution of the load allows the surface contact area to

increase, improving traction while not allowing the wheel to

penetrate the surface to a great degree, in this fashion_ the

rinos serve as shock absorbers, keeoin 0 the load in the truck

staple. Another advantage of the wheel is that the resilient

titanium rings _eflect such that the traction performance

,3btainea is comoaraole to that of pneumatic tires found on

24



conventional _neeis. This likeness will not only aid in

_-ealizinq possible _imitations, but also in earth testin@ of

a final model.

A OrawPack to this Oesion comes in the varvino suQport

found around the wheel. Because the resilient rings act like

springs, they will give different support at IdEations where

the rinos actually touch the outer rim as opposed to

locations on the outer rim that are between the tin 0 contact

areas. These oifferlng spring rates f ounO on _he outer -im

could be unsettlinq to a load founO in the bowl. This problem

was overcome by designing the wheel to have more rinds at a

closer spacing, though not approaching a rigid wheel.

Increasing the number of rings along with realizing that, as

with knobby tires, off-road vehicles do not experience this

problem to any extent, provides an excellent solution to the

proOlem of wheel design.

Havin 0 decided on the wheel design, it became necessar_

to proOuce a tread design which would aid in the traction of

the dumptruck. The Oesigns which were studied included those

found on present day earth moving equipment, the tread design

utilized on the lunar rover of Apollo missions, and other

original designs which were perceived. Since the tread design

of the lunar rover had already proven itself, it became the

obvious first choice. To oOtain a professional opinion on the

matter, the Tillage LaB was contacted. The researchers at the

lab agreed with our speculation about the lunar rover design.

Base_ on this combined information, the chevron tread desion
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_as chosen. An example of this wheel mesign tread is shown in

mppenoix C Fioure 3.

MOTORS

Due to the main design constraint faced mY this group,

incorporate as few moving parts into the design as possible.

the motors chosen to drive this vehicle had to be both

extremely versatile and durable. Many motor designs and

_onfiourations were stuqied, vet the motor that seems to fit

the applications called for is a low speed fractional

horsepower motor designed by Dr. Kent Davey of Georola Tech's

Electrical Engineering Department.

Some of the main advantageous of using this type of

motor are as follows: i) This design is extremely efficient,

By the inherent qualities of the design, many energy losses

that effect motors can be neglected (such as eddv current and

hysteresis losses), ii) the motor is qesigned to operate

without an unlimited power supply, and iii) the output torque

of this motor can be dramatically increased by small

increases in its radius.

The rotor of Dr. Davey's motor design can be easily

modified to meet the design requirements. A "smoked" design,

as shown in Appendix D Figure I. will be useO so that a

larger radius can be achieved without significantly

increasing the weight of this component. As the radius (r)

increases the output torque increases as a function of r_3,

while the weight increases as a factor r_l.5. Therefore, the
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_no_ors t3r_ue to welq_]t _atio oecomes _reater as the -aOius

Oecomes iaroer. _n order to obtain the torque _he _enicle

i-eouires a raoius of 0.0 meters _iii be useO.

Another factor _hat will enhance the performance of the

venicle is the choice of magnets to be used. Magnets that are

oeing tesZed _n prototype motors have a surface magnetization

value of 0.Ii webers/square meter, therefore this value must

be met in the final design so that _erformance objectives

_Jiil be saZis_ieO, fhere must be a total of 48 magnets on

both the rotor and sZator, each with a length of 0._ meters.

Also. the magnets must be backed by a hiqhly QermeaOle iron

so that a greater efficiency will be obtained. An additional

consideration for increasing the efficiency of the motor is

the fact that the losses are Drooortional to the souare of

the rotor magnet's strength. This means that doubling the

strenoth of the maonets0 the losses will be reduced by a

factor of four.

Another question that had to be overcome was the

question of power to supply these motors. In order to

overcome this obstacle, direct current oower will be supplied

in the form of four batteries. This D.C. energy will be fed

into a "black box" so that the output power is in the form of

three phase alternating current. This power is then fed into

the motor which inherently makes the machine more efficient.

This 'black box" design has been successfully implemented bv

Dr. Davev in applications involving smaller motors.

The actual configuration of the motor will be quite
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_imDie. as deoicteO Ir_ Figure _ of AoQedix O. Fhe 6tator _i Ii

_e _-igidIv attacneo to the bowl and the rotor will be

attacmed to the _meel. Eonstitutir_O the only moving parts in

the design. _he motors will be moused in a shell to

accomplish three imoortant oarameters. These parameters are

i) to protect the motor from the lunar environment, li) to

establish a constant configuration of the motor (Oy using

Dearings). and iii) to house the _ower and control systems of

the vehicle.

Inside the housing, the batteries will be mounted below

_he motor in order to keep the overall length of the vehicle

down. Also. the power converter and control systems will be

mounted below the motor for both orotection from the elements

and easier accessibility for maintenance via a hinged door at

the bottom of the housing.

CONTROLS

Many advantages are derived from testing a scale model

of a design, not only is exoerimental data is obtained, but

also control methods can be scaled up from a model to an

actual oroduct. One extremely important observation that was

made by testing the model is that it is much easier to

control the movement of the vehicle by keeping the speed of

one wheel constant and varving the relative velocity of the

second wheel in order to turn the vehicle. This ohilosophv

was used in developing the control svstem for the lunar

version of the dumDtruck.
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This type of desian can De implementeO by utilizing a

proportional feeobac_ controller to vary the cutout toroue,

and therefore the s_eed, of one of the wheels relative to the

constant output wheel. This method of maneuvering the vehicle

Droved to me much more efficient than attempting to

simultaneously control the output of both wheels.

In addition to the proportional controller that will be

useO in this system, another- important piece of electronic

eouioment must me incorporated. This component is an eotical

encoOer that can measure the position of the rotor relative

to an established position on the stator which will give the

instantaneous speed output which can then be used to

determine the torque output. By utilizing this combination of

equipment, the vehicle can be driven from a remote location

by varying only one controller.

As depicted in the schematic of the control system,

Appendix D Figure 3. the entire control svsZem is auite

simple. A sianal from the controller is first receiveO by the

system, it is then changed into predetermined values of the

constant in the proportional controllers of both motors, for

either a straight path or a turn. Next. it is passed through

a comparator. The comoarator then feeds a power interface to

control the input to the motor to set the desired output.

After the motor has been input with the new control seouence

the optical encoder reads the position of the rotor. This

information is then passed through an input/output card to

obtain the instantaneous readings of speed and tor@ue.
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i: i_Tal i _.. this !nfor_a_ion i£ leo _acK _Tto _he Eomoarator so

r_at more mooiTi__ation5 to the l_70ut sionai can be maae to

_osi tion _7e _eniEie aionq the desireo oath.

VISUAL GUIDANCE SYSTEM

_ince the two-wheeled dumptrucX design will be used in

t_e construction of lunar Oases and will not be Oirectlv

contFolleO by men on the lunar surface, t_ere is a _7eeO for

2eual i TformaCi_7 to Joe sen_ to the _arrm t,-om the !unar

surface. Fhe vision system will serve as an integral oart of

the overall guidance of the vehicle, either as an aid to the

controller on earth or as a check of the dumotruck's orogress

on a particular mission.

Because one of the overall 0esign constraints of the

vision system is simQlicity_ an elaborate system can

_herefore _70t be imolementeO. The mounting locations on the

_um_truck for the system are also limite0, the _est location

Deing on either sloe of the bowl in the soace between the

bowl and the wmeeis.

If the vision system is be useO by a controller on

earth, the vision system employed must be capable of

generating an accurate Dicture of the terrain in the _ath of

the vehicle. This is not oniv to serve as Dasic guidance, but

also to give the controller time to maneuver the dumDtruck

awav from laroe obstacles @iven the communication time delay

that exists between the earth and the moon. This delay is

_:ompriseo at three seconds for the signal to came from the
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±onL_-oi lem E r e_ul-_7 _i_nal to i eac_ :he _nooR a_70 ma;Teuver the

]umDtrucK .

Another _ossiDi I i tv 40r the vision system Is that of

_ctinO as a monitor. This would De the case if the dumDtFuEk

,JtilizeO an onOoarO comouter which carries a particular- task

GroGram. _ sclentlst on earth could monltoF the _er'formance

3f the dumDtruck as iC Eomoletes its orooram. This me_hod

;_ouiO entail _he use oT communication Deacons _ouid _]e _)laced

in trianqular form arou_7d the area in which the tasks were to

_)e carried out, l he dumotruck would maneuver 0v way _]f

receiving various tones from the beacons.

rhe first task accomplished was a decision concerninq

the tyDe of control to Oe imolemented. A final decision was

made following numerous brainstorming sessions. After

Qerformino some preliminary research, the subject of iunar

_ision was found to De extremely comolex Due to the severe

intensity of the sun. or lack thereof. Therefore, Mr. John

Gilmore of the Georgia Tech Research Institute, an exoert in

the field was contacted to make a final decision.

It was decided that the dumotruck would be controlled

remotely from earth, and that the visual system emoloved

would serve as a way for the controller to maneuver _he

dumDtruck through its tasks. This decision was made because

of the obvious advantaae of beina able to get the truck out

of difficult situation which may arise. For example, if the

0umDtruck was turned on its side. standing on one _heel, the
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oniv _av for the conr_-oLler _o _-tght the dumotruck _ould be

for the controller to spin the wheel that was in contact with

the around. Fhe other _ossibilities of control limit the

potential for rescuing the dumptrucK From these tyoes of

_ituations.

A system satisfying the aDove neeOs was then decided

upon. Mr. Gilmore explained that there are four pieces of

equipment that could be used in the system. Fhese a_-e: I ) a

video camera coior or Olack and wnite_ , _) an 8-12 micron

wavelenqth infrared camera (for resolution), 3) a 3-5 micron

wavelength infrared camera (for depth resolution), and #) a

laser rangefinder (for depth perception). Because the

dumptruck Oesign can only utilize two of these, we _ecided

suggested that the best possible combination would be the 8-

12 micron wavelength infrared camera couoled with the laser

rangefinder. [hese two pieces of equipment will give good

acuity aloha with _ecessarv and accurate Perth parameters.

As stated before, the mounting positions will be on

either sloe of _he bowl. in order to obtain an unobstructed

view, the laser rangefinder and infrared camera will sit atop

the motor and power suoply housings.

STEERING

After a desired path has been identified, by either a

computer proaram or human controller, the vehicle can be

successfull'v maneuvered by varying the input to certain

components. For instance, if the vehicle needs to progress in
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a straiqh_ oath the outout of the variable wheel is set to Be

eoual to the outout of the constant output, or reference

wheel. Likewise if a turn _7eeOsto be made. the variable

controller is set to feed either a larger or smaller inout

signal into the variable wheel's control system to provide

the desired turn.

Also. depending on the severity of the desired turn that

must _e made the controller will be held in the "non-

equilibrium" DOSltion for a Eertaln oeriod of time.

Approximations of these settings have been made and are

included in Appendix E Figure I. These values are guidelines

to be used when controlling the actual vehicle. Experiments

were attempted to verify these values, but due to the

inconsistency of the controls used on the prototype, exact

data could not be obtained.

This type of control is also advantageous when a change

of soeed is desireO. In this case the reference wheel is

either speeded up or slowed down while holding the output of

the variable wheel equal to the same speed. This method leads

to smooth acceleration and velocity changes so that the

payload will not be adversely effected.

DUMPING METHODS

Two methods of dumping for the wheeled lunar vehicle

have been examined. The first method utilizes the momentum

of the vehicle to dumo the lunar soil. The second method

utilizes an intermittent torque from the motor to slowly
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iwina the bowl over.

At a given vela_itv_ the two wneei lunar _umotru_k

possesses k inet i c_enerQv that can be useO to dumn tlne

material i_ the Oowi. _his can be accomplished by locking the

motors at a given velocity allowing the wheels and Oowl ta

act as one rigid hoOv. The linear momentum of the bowl is

transferred into angular momentum and i Lnear fnomentum when

_he motors are locked up.

The easiest _av to examine the feasiDiiltv of tnis

method is to use a conservation of energy approach. When the

motors are locked uo the transfer of kinetic enerQv is given

n v the following equation:

KEi = DE + PEf + KEf

where KEi = kinetic energy initial

DE = dissipated energy

PEf = 0otentlal energy final

KEf = kinetic energy final

At the dumping point we will assume the wheels and bowl will

come to rest, therefore the final kinetic energy is zero.

The dissipated energy consists of the friction that occurs in

the motors wren locking the wheels and that from the rolling

friction. The final potential energy is simply due to the

_ravitv acting on the mass of the bowl and load.

[he initial kinetic energy is determined by:

KEi = 0.5 M V^e
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where !vl = mass of bowl and wheels

, = velocity oT the vehiEle

The final _otential energy is given _v the foilowi_Tq

eouatlon"

PEf = M g 1 ( 1 _ sin(theta) )

where 1 = distance from axle of bowl to center cJf

gravity of entire vehicle

g = lunar gravity ( 1.63 m/s_2)

theta = the anqle the iine T-tom the center of gravity

ro 1:he axle o_ the wheel makes with the

horizontal

Using these relations, we can simolifv our equations to:

0.5 M V_ = DE _ m g ( 1 + sin(theta) )

In our design, the mass of the wheels is negligible compared

to the bowl. _f we assume the dissipated energy is small and

that the bowl will be comoletely empty when theta = ?0, we

have the following equation:

0.5 V_ = 2 g I

For a comoietelv full cylindrical bowl. the followinq

equation will give the distance from the center of gravity to

the axle.

1 = 4 r / 3 Pi

where r = radius of cylinder

Substituting and solving for velocit'¢,

V = ( 5.33 g r / Pi )_(0.5)

Our _esign utilizes a bowl with a 0.8 m radius. Using the

a0ove eouation, a velocity of _.95 mob is obtained. This is
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the minimum _elocitv necessary to dumo a full load of lunar

material. Note that this velocity does not depend on the

mass oT the ioad but only the radius of the cylinder. In

adOitiGn, this velocity is well _z_hin she design c_-iteria of

iO mph.

The second method of dumping is swinging the entire

bowl. This method intermittently applies a torque on the

bowl in ooooslte directions. This reversino xoroue _iil

swing the Oowl back and forth very much like a baby would be

rocked in a cradle. If a constant torque is applied during

each swing, the bowl will reach a greater height each cycle

and eventually the bowl will be flipped over completely.

In order to prevent the wheels from rolling, the torque

apolied should be below the minimum amount needed to initiate

roLling. The numOer of swinqs are related to torque and are

shown in Fioure 2 of Appendix E.

The amount ot torque ;needed to dump depends on the

friction caused by the windings and bearings in the motors.

In theory, if the energy applied by the motors exceeds the

energy dissipated, the bowl can be flipped.

The swinging method is difficult to mathematically model

because it is difficult to determine the amount of resistance

in the motors and it is hard to determine the amount of

torque that can be applied to a swinging mass. If we assume

the resistance is proportional to the square of angular

/elocity and that the motors have constant torque regardless

of angular speed, She number of swings to dumpino can be



,ialcuiated for different applied toroues. A GroGram was

_rltten to solve t_ese eouations anO the results a_e plotted

_,n FiGure B OT AoDe_ndi;<E. A Eddy of the program is orovided

as FiGure 4 in Aooenoix E.

In order to make the swingin 0 method operational, a

method of instantaneously reversing the motors at maximum

height must be developed. One method to accomplish this task

recognizes the fact that the acceleration of the bowl becomes

zero at the maximum height. An accelerometer Ear be mounted

to the bowl so that every other time it reams zero the motors

are reversed. This reversal is done at for every other point

of zero acceleration reading.

RIGHTING AN UPTURNEDVEHICLE

There is a small possibility of the truck coming to rest

in an upturned position: that is resting only on the outside

_)t one wneel. The total length of the Oesign is approximately

_ meters, while the wheel diameter that this displaced

vehicle would 0e resting on is only 2.25 meters. This makes

this position inherently unstable. The other source of static

comes from the fact that the 0owl position will make location

of the center of gravity off the center line of the wheel

hub.

The combination of these two factors makes for little

possibility of the truck staving in this upturned position.

If this does occur, however, a method of increasing the

insta0ilitv is _needed. This may be accomplished by inputting
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SlGnai to _ur_ t_e _,l]eel _ contact] ;._Ith ;he <]_-ounO. 5v

tLil-_inQ tris _neei. _ne motion imoarteo to the overall

macFzl_ne _lli cause e_nouGn l;_SSaDiiitv tO rloht the oumDtrtick.

EXPERIMENTAL VERIFICATION

A scaied prototype was desiqnea dnd built to tes_ the

vaii0itv OS the analytical models. Pictures of t_e prototype

oerformin_ ,various _:asks are presented in Aooen01x F FiGures

?ne _hrouun _ou,. Three oarameters _,ere _esteo. ucawDar Dul I.

6tatting torque, an0 sinkage. The results are plotted ir_

_igures 5 throuoh "7 aiso in Appendix F.

[he _rawbar pull pro0uced by a single motor was

determined by placing an extension string on the axle of one

wheel and measuring the maximum deflection of the spring.

The spring rate was then calculated by hanging a known weight

on the SOrlne alqO measurino the oeflection. The results,

miotte0 in Fioure 5. are oromising although expecteO error is

oresent. The primary source of error is due to the

difficulty of accurately measuring the deflection.

Starting torque was measured by determining the angle of

the 0owl (i.e. the tilt) at the instant when the bowl began

to move oarallel to the surface. Again the primary source of

error was the inaOility to accurately determine this angle.

The sinkage was determined bv direct measurement of the

track deoth. However. the theoretical curve plotteO in

FiGure 7 assumes "flat" _heels. The actual _eels on the

orototype nave curvature along the width.
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Other inaccuracies can De contrlouted _o the ,_am_t t_at

[ne tests were run on outdoor sanO _hlCh Old _0_] na_e a

mOlS_ure conten_ of zero. Thus. coheslve oondaoe was _resent

between the sand grains which was ,_ot accounted for in _he

analytical model . The measured sinkage ,mouiO. therefore, be

exoecteO to be lower than that Indicated by theory.

[hus. although the analytical model appears to be

accurate, more experimentation is needed before a_v oroad

:o_]cl,Jslons can roe made.

SITE SELECTION

Just as it not would be feasible to design a vehicle

to efficiently travel on all surfaces on earth_ the same is

true for lunar aoplications. There is a limit on the amount

of grade that can be climbed along with the type of terrain

that can be traversed. Since certain vehicles are made for

_ecific ]dOS. a determination must be made on where the

_ehicle will ooerate. Many sites were examined in order to

determine the areas where the truck would most efficiently

ooerate. Among those selected were several of the Aoollo

landing sites. The reason these sites were selected was

because of the vast information known about the terrain from

the Drevious missions. Since many other parts of t_e lunar

surface have undesirable regions for lunar development, _he

operation of the dumpZruck would be less efficient. _he more

information that is known about the working areas of the

excavation equioment gives any mission a much qFeateF chance
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T-OF _UCCeSS.

After _ eseaFnino many AOOl !o sites, it _as OetermineO

Chat the mooilo !i , iS, and 16 sites could be used with a

nioh success _ate of the trucK. ]he main moollo lanOino site

chat has been studied is that of the Oescarte, the landing

site ot Aoollo 16. The reason this site is so significant is

that Descarte fol-mations cover approximately if¼ of the lunar

near sloe. [,his decision was maOe after studying photographs

,of the _errain and the deslqn constraints of the ,_enicle.

TvDicai terrain that is found in these areas can be found in

AoDendix G.

CONCLUSION

After reviewing the design considerations of the bowl,

it is evident that the orooosed design is satisfactory. The

aluminum bowl is caoable of tcansoorting 2.8 cuoic meters

(I00 cubic feet) of lunar soil in an environmen_ containing

large temperature extremes. The modified cylindrical shape

of the bowl allows for shifting of the payload while in

motion, as well as. providing a sufficient opening for

loading. The flat sides of the bowl are a convenient

location to mount the motors and thus. eliminating the need

for gear trains.

The desion of the wheel, a U.S. Patent, is well-suited

for the design soecifications. The deformable vehicle wheel

performs comoarable to oneumatic tires while beino able to

_ithstanO the lunar environment. In addition, the titanium
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FindS of the wheel _rovide shock absorption for the vehicle.

Traction is enhanced Ov the use of the chevron tread design.

Fhe low soeeO. Inion horseoower motors to be used to

drive the vehicle are extremely versatile in their operation.

With the stator _-igidlv attached to the bowl and the rotor

attached to the wheel, the vehicle can be operated with the

minimum number of moving parts. These motors are also capable

of creatinq enough toroue to drive the vehicle on the rugged

terrain of the lunar surface in addi_io,n to performing the

dumping process.

The simple control system employed in this design makes

it extremely easy to control the vehicle in order to perform

the desired tasks. Steering, by changing the relative

velocity of one wheel proved to be the easiest method of

controlling the vehicle.

The visual guidance system will aid a controller i,l

,-emotelv manuevering the vehicle. The infrared camera will

give the necessary resolution while the laser Fangefinder

provides depth perceotion. These two pieces of equipment,

mouTnted on either side of the bowl, can be used in

conjunction with the existing topographical knowledge to

direct the vehicle through its tasks without encountering

difficulty.

Overall, this design proves to be an extremely effective

alternative to conventional earth moving equipment.
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RECOMMENDATIONS

in the EDUFSe of Dreoarino this _eoort. many af-eas of

_urther _-eseaFcn anO Oeslon have oeen identlfleO. ?hese

areas deal _ith the venlc!e dvnamlcs, motor desi_n. _,_neel

desiqn, _owl desi0n, and control .

One suogestion _hat surfaced during the deslqn of _he

two wheeieo vehicle was the feasibility of llnkina several

[Fucks tooetheF and forming a _rain. The llnki_g _ooe_her of

L_o of more of t_ese vehicles oowis will kmmeOiatelv _olve

the problem of the bowl fliDpinq. In addition, a train of

_enicles will be more stable when traversing over ,-ouqn

terrain. This adds stability without sacrificinO s_stem

simplicity and reliability because if an individual unit

fails it can easily be removed from train. This linking

should not hinder the dumping ability of the trucks or cause

the control system to Oecome extremely comolex.

Several _aDs were discovered in our wheel and traction

dynamics. First. there is a shortage of data oeaiing with

lunar soil microscooic and microscopic characteristics. This

lack of data cast doubt on the validity of our lunar surTace

performance calculations. Second. the effects of surface

T-ouohness on toroue reouirements and controls needs to be

investigated. The equations developed in this reoort have

assumed uniform soil conaitions. Finally, the energy lost in

the Oeformation of the tires needs to be more accurately

_etermined.

_everai assumotions were made in determinlno the T_oroue
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-eoui_-emenr, e to Jumo _ne Dowi t_a_ ,may ;_ot be valid, in this

,na_hema_isal mcae!, the toroue was assu:neO to be c3nstant

_hrouonout the _wlng even though the anouiar soeeo is

,arvlno. ml: _hls time, the performance characteristics of

the OesiQn motors iB not _ nown. When this data oecomes

available, it should be aDplieO to tnis model. Also. the

friction in the motor needs to Oe more accuratel,¢ determined.

the motors orooosed for this deslcin ,ire currentl,_ in the

desi,an scaaes. _=or _hlS eason, _:ne tes_ ,-esulCs o_ these

OrototbDe motors s_ould be examined closely. Also. a means

of oissipating heat f FOm the motor needs to toe deveiooed.

Althouuh the wheel design proposed is a design matented

for use on the moon, this design has not been tested in the

lunar environment and wear and durability data is not

available. Wear and durability data needs to De obtained

Oefore _hese _heels can be ccnfident!v soecifieO.

]omooslte ma_erlalS -nould _Je inves_loateO _Liccnec "OF

OOssihle Oowl materials. Composite material are desi, able

for their high strength to weight _-atio but the composite

materials examined for this report either had low strength or

they could not withstand the extreme temperatures.

At the mresenc time, little can be done to improve the

visual guidance system (of the vehicle. Remote vehicle

guidance is a ma,]or research topic in the military today.

HooeYullv tecnnolooical breakthrouohs _ill be made f_-om this

research aria this technology can be aDplieO to the t_o

_neeled lunar _ehicle.
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1 REM PROGRAM CALCULATING DRAWBAR PULL_

AND MAX TORQUE VERSUS WEIGHT.

5 OPEN "0", 1 _"A: \DATAA"

I0 KPHI = 3.3

20 N = I.i

30 P = .541

35 D = 9O

3? B = 18

40 FOR W = I75 TO 1216 STEP 25

?0 X = 2-N+2

80 Y = 2 * N +i

90 R = (I/((3-N)_(X/YI*(N+I) *(B*KPHI)_(I/Y)))*

i00 Z = ((3*W)/((3-N)*(B *KPHI)*D''(-5)))^(2/Y)

ii0 DP = W*( (P*(I+(P^2)/3) ) + (#*P*(5-3*N)*Z)/

SINKAGE, STARTING TORQUE,

(3.W)/D_(.5))^(X/Y)

5*(3-N)*D)

_ (I.5.(I+P_2).(2-N).Z_(.5))/((3-N)*D_(.5)

- (2,(3-2.N).Z^(3/2))/(3*(3-N)*D^(3/2)))

122 DY = ((D/2)^2-((DI2)-Z) ^2)^(I12)

123 T = ATN(DY/((D/2)-Z))

133 TAUM = KPHI*Z^N*TAN(P)-(KPHI*Z ^(N+I))/((D/2)*T*(N+I))

134 TAUS = (KPHI*Z^(N+I))/((D/2) *T*(N+I))

135 TS = (D/2)^2*B*TAUS*T*(I/12)

137 TM = (D/2)_2*B*TAUM*T*(I/12)

140 PRINT #1,USING"#####.###": W;Z_DP:TS:TM

I?0 NEXT W

I REM PROGRAM CALCULATES THE EMPTY BOWL

VERSUS BOWL TILT.

5 OPEN"O",I,"A:\TILT"

i0 A = 3.1416

15 D = 63

20 DB = .043

30 DS = (213)*(I/A)*D

35 FOR PSI = 0 TO .?5 STEP .025

_0 CGBX = ((D/2)-DB)*COS(A.?I2-PSI)

5O CGSX = ((D/2)-DS)*COS(4.71e-PSI)

60 WB = 175

?0 WS = I0#0

80 TF =-i* (CGBX*WB + WS.CGSX)/12

90 TE =-i* CGBX*WB/12

100 PRINT #1,USING"#####.###";PSI,TE,TF

II0 NEXT PSI

TORQUE AND FULL BOWL TORQUE



1 REM PROGRAM CALCULATES THE DARWBAR PULL VERSUS HILL INCLINE

5 OPEN "O"_I_"A:\DATAA"

I0 KPHI = 3.3

20 N = !.i

30 P = ,5#I

35 W1 = 1216

3? B = 18

38 D = 90

40 FOR U = 0 TO .6 STEP .02

50 W = WI*COS(U)

?0 X = 2"N+2

80 Y = 2 * N +i

90 R = (I/((3-N_^(X/Y)*(N+I)*(B *KPHI)^(I/Y_)*((3*W)/D^(-5))^(X/Y)

I00 Z = ((3*W)/((3-N_*(B*KPHI) *D'(-5))_(2/Y_

II0 DP = W*((P*(I+(P^2)/3)) + (A*P*(5-3*N)*2_/(5*(3-N)*D)

- (I.5.(I+P_2).(2-N).2_(.5))/((3-N)*D^(.5))

_ (2.(3-2.N).2_(3/2)_/(3*(3-N)*D" (3/2))_

120 DP = DP - WI*SIN(U)

122 DY = ((D/2)_2-((D/2)-Z)^2) ^(I/2_

123 T = ATN(DY/((D/2)-Z))

133 TAUM = KPHI*Z^N*TAN(P)-(KPHI*Z ^(N+I))/((D/2)*T*(N+I))

13# TAUS = (KPHI*Z_(N+I))/((D/2)*T*(N+I))

135 TS = (D/2)_2*B*TAUS*T*(I/12_

137 TM = (D/2)_2*B*TAUM*T*(I/12)

138 TSH = TS + WI*SIN(U)*(D/2)*(I/12)

lqO PRINT #1_USING"#####.###"_U,DP_TSH

i?0 NEXT U
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UP] IM I ZA] ION

(,ihee_ diameter. _neei _idth. bow[ diamecer _nd bowl

Lenc3cn were clqosen _v :_n oD1;Imizat lorq Dr-oc::ess Li_- i_-,Q _;-,e

_]overnllqq _eouaClonS aireadv discussed ccmLnlneO _Ith industry

standards.

DrawDar DuI 1

DrawlDar Dull vs _heel diameter is shown i_q , figure t

for full load. [t is _esired to maximize c1rawbar 'null and

_I h U S . _qaxlf_qlZe ._neei _31ameter.

Torque

Starting torque 'vs wheel diameter for _everal _Jheel

widths is plotted [n (figure B). Again, startlnm torque

increases with diameter and decreases with increasina _Jheel

width. Thus it would do,ear to be desirable minimize

_iameter and maximize _heel width. However. maximum _heel

_idth _s T_ot necessarily desired because of considerations

OlSCUSsed later.

Maximum _orque obtainable from the soil is plotted in

(figure 3). Maximum toraue increases with wheel _iameter but

is virtually independent of wheel width. Thus. wheel

diameter should be maximized to obtain the laraest maximum

toroue. However. from the previous discussion it was shown

_mat the bowl _ill flip (or exceed the 45 ° tilt) at a much

lower- toraue than the maximum toroue oDtainabie from the

soil. Thus. maximum _oraue is not _onsidered as an

;Dtimization #arameter.



Foroue .ersus bowl tilt Ls mlotteO ::] ' fioure _ for

_everai bow_ 31ame_ers.

:rc:-easlno :sowL diameter,

the i_owi _ameteF.

roroue oOtalnable increases ,_itP_

-bus, it is desiraOle 'o maximize

Selection

From the previous _iscussion it is desirable to maximize

_neei diameter from consideration of drawOar _ul I and bowl

-I Lt _qlle ,_ll]li_ixino wheel diameter for (nlnlmum E_a,-_InO

?oroue. Thus, _he_-e is an ootimum wheel diameter.

6ince wheel wioth aoDears only to Oe c_-itical for

startLng torque, it would seem desirable to maximize the

width. However, large width to Oiameter ratios are not

generally used in design because the internal work spent on

deformation, which was neglected in the analysis, increases

wlth wLdth. Thus industry standards were useO to determine

tne dlame_er to width _-atlo.

[he oiameter to width _-atio of terrain vehicies varies

deoenOinO upon application and region the vehicle is designed

Sot. A diameter to width _-atio of 5:1 was selected as an

averaqe ratio. This is plotted on (figure 2).

From topograony maps of the lunar surface it was

Oetermined that a ground clearance of 13 inches was

needed. Thus, the bowl diameter should be approximately 26

inches smaller than the wheel diameter.

o
A tilt of apDroximatelv 20 was selected as the starting

_:ilt. ]his !eft an additional _5 _ _or acceleration anO mill



:limoi_]_. The _:_t)° vet t_cal line is oIotteo an _ flouFe _i .

-:-acn intecsectto_] cf t_]is line with a consta_t dta,neter curve

]ect:_es the cesirao!e s_artln[_ torque. These ooints are then

;_i_tted on _.:iGure ±).

A _idth and diameter 'selection is then made from the

intersection of the two lines in (fiGure B). This

corresoonds ta a wheel diameter of aoproximatelv 90 inches

and a width of 18 inches.
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[]IRESS ANALYS[

bota:_l in: Pi : [3. !:+15_?

. L1 _ ]_-=iI-

"] = : stFess _ : bow[ T-aOltiS

<I : __owl llametec _2 : o;-essu_-e " : £_ObJi thlCkAess

__ = <,owi lenath F =: _eiont

_-oil - Weiont cn earth = lO.<O0 Lof : L+_+.5()O hl

_deioht on moon -: i .6_7 Ibf = %',A17 _1

SurFace AFea of Bowi - A = (Pi (R)(L] + <Pi),R)_?

soii LoaUeO to [SO

w_e<e R = 0.804 m

L : 2.760 m

A = _.002 m 2

!-'7e=_su_-e O_ £Ji-T_ce Acea - _ = {:/A = _ '741V i,i)/ _ ?.002 m-

F_ = 823.928 N/m 2

HOOD £tFess Acting On Bowi - S : (P) (d)/(2 (t) = <P)(R)/ t)

where O = 1.608 m

t = 0.0254 m

S = 26080.2qi N/m'2

S = 3.78 iof/in-2

[his _s less than the yielO and tensile strenoths of AA336,

the _ow[ material.
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BOWL DESIGN DECISION MATRIX

CENTER OF WEIGHT MOTOR EASE OF STABILITY KEEP

GRAVITY MOUNTING LOADING CLIMBING SOIL IN

HALF 5 5

SPHERE

BATHTUB 3 1

SHAPE

HALF 3 3

CYLINDER

2#0 3 2

CYLINDER

TRUNCATED 1 4

CONE

3

2

5

5

5

4

4

3

5

2

4-

5

5

3

TOTA

22

18

23

23

13

WHEEL DESIGN DECISION MATRIX

SIMPLE ABILITY CONTACT OVERCOME

DESIGN RIGHT SELF AREA OBSTACLES

EASE OF

STEERING

TOTAL

1 5 1 1 5 13

5 2 2 1 4 14

3 3 3 5 1 15

3 I 5 4 5 18
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;ARIOUS _URNING STATEGIES

ASSUMPTIOHS:

BPEED OF

REFERENCE

WHEEL

wI=CONSTANT=I_ORPM

SPEED (IF

SECCND

WHEEL

w2=(_*wl )=_OC)RPM

DESIRED

TURN ANGLE

(DEGREES)

I0

20

30

wO

50

aO

?0

SO

90

TIME REQUIRED TO HOLD SECOND CONTROLLER

IN ABOVE CONFIGURATION FOR DESIRED TURN

(SEC)

0.351802

0.703604

1.055406

1.407208

!.759010

2.110812

_.46_614

_.81441_

3.166_18

THE SAME DEGREE TURN COULD BE IdADE IN THE OPPOSITE DIRECTION,

IF THE SPEED OF THE SECOND WHEEL IS CHANGED [0 I/2 THE SPEED

OF [HE REFERENCE WHEEL FOR THE SAME AMOUNT OF lIME AS LISTED

IN ]HE ABOVE TABLE.

Figure i.
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FIGURE l-l.-Landir_ sites of Apollo lunar-landing missions. Apollo 11 landed in Mate

Tmnquinltatis on July 16, 1969; Apollo 12 near the unmanned Surveyor IIl spacecraft on

November 14, 1969; Apollo 14 in the Fra Mauro highlands on January 31, 1971; and Apollo 15

in the Hadley-Apennme region on July 30, 1971. Apollo 13 was aborted durin8 translunar coast
because of spacecraft-equipment maffunctions.

FIGURE 3-26.--Compo_e photosmphof the LM takenfm the ALSEP locaeoa. TheApemme
Front fornm the background behind the LM. Wheel and foot Uacks cxincrott in the foreground

(S-71-51738).



FIGUR_ 3-28.-The textural psmzn in the uppe_ cent_
of this phoWsrsph was made by the LMP w_th th
hmsar rake. The rake isumd to collect • comprehe_mv

mmple-a selective collect/on of rocks in the I- t
3-cm size nmp. Smnp_s 15600 and 15610 wes_ co
lected at station 9A (AS15-82-II155).

FIGURE 3-27.-I4mi1_ Delta, Silver Spur, and St. Ganp
C_ater fonn the skyline in this view _ the south
of Hadley Rille from r,,_don 9A. The CDR works at
the Rover m nnno_ the Elasselbl_ csmera for the

telephomsrsphs. It is nomworthy that the float psnd
on the left L'ont fendmr of the Rover has been lost

(ASI$-82-I 1121).

HGURE _-31.-The CDR walks t,

Hadley R/lie at suttion 10 to Uk
photogsphs of the far side. He
the l-_m_h_l, c,u_e_'_ with • 5C

, lens in h/s left hand as he walks
from the Rover (AS15-,82-11168).
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ME 4182 PROGRESS REPORT #I

TWO-WHEELED DUMP TRUCK

OCTOBER 4, 1988

In order to design an efficient dump truck, the project

has been broken into three distinct categories. Each of these

categories is being investigated by at least two group

members to ensure each decision will be made in an objective

manner.

Tomas Hernandez, Ron Kraynick, and Stan Langley will be

working closely in order to design the wheel mechanism and

the carrying bowl. This portion of the project includes

designing the most efficient wheel system, the shape of the

wheels, and the best bearings to be used for this

application. _They will also be investigating the most

efficient- shape of the bowl as well as the best material for

this purpose.

The dumping method and the method for "righting" an

over-turned dump truck will be investigated by Paul Jensen

and Rav Haleblian. The most imoortant asoect of this section

is discovering the best way to dump the payload. Both

mechanical actuation and the use of dynamic actuation will be

investigated. Also, determining the most efficient way of

placing the vehicle back in service once it has turned over

will be studied.

Alan Shuman and Michael Brus will be investigating the

Oest method to control the movement of the truck. This

includes findino an efficient way of mobilizing and steering

the ....ehi_le. Both one and t_Jo motor drives will be studied as

well as speea controls of the wheels to find a practical

stee_-ing mechanism.

Each sub-group's progress will be discussed in detail at

the weekly group meetings so that a successful design can be

completed For the h_r_ Lunar environment.
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ME 4182 PROGRESS REPORT

PROJECT: 2-WHEEL LUNAR TRANSPORT VEHICLE

DATE" 10/11/88

PREPARED BY: ALAN SHUMAN .... _

CONFIGURATION:

Two different types of bowl configurations are currently being

compared, hemispherical and cylindrical (see Figure 1). The

hemispherical shape offers better traveling stability due to its large

moment of inertia when it is full of material in addition to the best

volume to surface area ratio. On the other hand, the cylindrical shape

offers better stability on inclines and requires less motor torque

because smaller wheels can be used. Therefore, currently neither

shape has a distinct advantage over the other. In fact, the final shape

may be a combination of the two into a "bath tub" configuration.

Cui'rent specifications:

Capacity - 2.1 n_ (75 ft a )

Spherical bowl diameter - 2 m (6.5 ft)

Wheel diameter (for spherical shape)- 1.8 m (5.9 ft)

DYNAMICS:

Stability and torque requirements are currently being

investigated for both the transporting and dumping modes. First

approximations assume ideal conditions such as smooth surfaces and

inclines, single homogeneous building materials, as well as earth-like

conditions (except gravity). Once these initial calculations have been

made, the design process will begin with group brainstorming

sessions.

Current specifications:

Maximum speed - 15 km/hr (10 mph)

Maximum transverse incline (for spherical shape)- 50*

GOALS:

By next meeting time, 10/18/88, we hope to have finished all

the necessary initial calculations to begin effective brainstorming.

This will conclude the preparation stage of our design.



FIGURE 1 GROUP 3

LUNAR TRANSPORT VEHICLE

10/18/88

A. SPHERICAL CONFIGURATION

i

B. CYLINDRICAL CONFIGURATION

,m

O
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ME 4182 PROGRESS REPORT

PROJECT: 2-WHEEL LUNAR TRANSPORT VEHICLE

DATE: 10/17/88

PREPARED BY: Paul Jensen ---

CONFIGURATION:

We have investigated several different bowl types during the past

week and we have concluded that a half cylindrical bowl is best

suited for this application. The half cylindrical bowl has a low

center of gravity and can carry the greatest amount of lunar soil

compared to the hemispherical bowl or bath tub type bowl in this

particular configuration. Also, we are feet this half cylinder bowl

should be-fairiy long compared to its radius. This will help in a

couple of ways. First, a longer cylinder will greatly enhance lateral

t stability( tendency to roll will be decreased ). Second, preliminary

calculations are indicating that the wheel moment of inertia should

be small compared to the bowl moment of inertia in order to retard

bowl flipping. Small wheels and a long bowl will aid this needed

relationship. -

Current specifications:

Capacity - 2.8 cubic meters

Cylinder length 3.63 meters

Cylinder radius - 0.70 meters

Wheel radius - 0.80 meters

DYNAMICS:

Progress has been made in the past week in determining a set

of dynamic equations that properly model the behavior of a two

wheel lunar transport vehicle. These calculations should be

complete before the next meeting.

Current specifications:

_ Maximum speed - 15 km/hr (10 mph)

Maximum transverse incline - 50 degrees



WHEELS:

Several different wheel designs have been conceived that will

make the vehicle inherently self righting. Currently, NASA literature

is being referenced in order to determine tread design and material

requirements.

GOALS:

By next meeting time, 10/25/88, we hope to have a reliable set

of dynamic equations that will enable us to calculate performance

characteristics such as acceleration, hill climbing and descending

ability and lateral stability given various combinations of bowl and

wheel size. Also, we want to look further into tire design and bowl

material. -



PROJECT:

ME 4182 PROGRESS REPORT

2-WHEEL LUNAR TRANSPORT VEHICLE

DATE: 10-25-88

PREPARED BY: STAN LANGLEY

Much of the work done this week has been focused on the

design of the wheel and its tread. Many tread designs were

examined and of these three final possibilities were chosen.
These three include cleats, cheverons, and broken arcs. We are

leaning torward the cheveron tread design. The final decision
will be made this week.

These decisions were based on research on the lunar rover

and a conversation with Dr. Burt of the Tilliage Laboratory at

Auburn University. Dr. Burt suggested a pneumatic, non-rigid
tire. He suggested calling Royer Klaas of Firestone in Akron,

Ohio. Mr. Klaas will be able to help with the material used for
thetires.

The cheveron type treads were tested for the lunar rover by

the Governments waterways experiment station. With the Cheveron
treads covering 50_ of the contact area, it was found that a

grade of 20-25_ could be climbed without slippage.

Work also continued on the dynamics of the system. Also, we

worked on the problems of braking and dumping. We also discussed
building a working model in the next two to three weeks. We

talked to someone in Peachtree City who can get the motors and

tires for us cheap.

Next week we will be preparing for our midterm presentation
and continuing work on the braking and dumping. We will also
make a final decision on much of the hardware involved such as

the bowl, tires, and size of motors.

I -- L_I



2-WHEEL DUMP TRUCK
PROGRESS REPORT

for week of 10/28/88 to 11/1/88

The high priority of the group is to build a model by which we can test our
theoretical design: -

Bgwl _l Wheels

The bowl will be Lexan plastic. 3/8" thickness hemispherical plates will act as

ends and divider/supports for the curved outside plate that will be wrapped
around them. The overall scale of the model is dictated by a pair of 12"
diameter bicycle wheels mounted directly onto the motors.

Motors

Our preliminary research into radio control motors led group members to the

local hobby shop. They found that RC motors operate at RPMs too high to gear
down to the speeds required by this size model. We decided another option
would be to procure variable speed, high torque DC motors like those used in
hand drills from Black and Decker Co. which would closely simulate the ideal
motor for the full scale truck.

-i

Controls

Since radio _control motors appear very unlikely, we will use a drive-by-wire
system by which the motor speed is governed by a pair of variable resistors,
one for each motor. In this way the operator can adjust the relative speeds of

- the wheels to turn the model.

The group continued research concerning the various parts of the full scale
vehicle:

Materials .--

Materials Engineerings Materials Selector 1986 was consulted along with a
IBMPC metal selector database to decide what materials would hold up to the
harsh lunar enviroment. Following the example of the Lunar Rover, various
aluminum alloys satisfy the requirements of low coefficent of thermal

expansion and high thermal conductivity while being relativelylightweight.
Specifically, cast alloys A03900A, B and C as well as A13320 are being
considered due to their wear resistance and high temperature strength.

Wheels

On the advice of the Auburn Tillage Laboratory, we have chosen the chevron

design (see last report) as the best tread design. We are currently searching
for a flexible, wear resistant and thermally stable material for constructing
the wheels.

Controls

One possible approach to control has arisen from the SAE Technical Paper
871639: Automatic Tractor Guidance with Computer Vision by Reid and Searcy.
The paper describes processing camera images by finding outline in contrast

_ difference. Thus, a rudimentary knowledge of surrounding objects can aid a

earth based driver or supply enough information to an artificially intelligent
machine. To avoid camera problems associated with lunar glare, we have

....... suggested using an infrared camera; our aim is to discover the pitfalls of such
a system and how to compensate for lag time in intraplanetary transmission.
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ME 4182 PROGRESS REPORT

PROJECT: 2-WHEEL LUNAR DUMP TRUCK

DATE: 11-7-88

PREPARED BY: Tomas Hernandez

BOWL: The bowl design has.been altered during the last week

in order to make it more stable. It has been decided to

close the 180 half-cylinder bowl to a e40 cylindrical bowl.

This will allow the bowl to rotate by as much as 30°while

carrying the load without causing it to overturn. This
closes the mouth of the bowl by 14% but we feel that it is

still wide enough to load it without much problem. This

makes the bowl about 30% heavier which is bad as far as

transporting to the lunar surface but it will help keep the

bowl from inappropriately rotating.

WHEELS: A wheel has been found in the U.S. Patent System

which was specifically designed for lunar transportation. It

has the flexible ability that we were searching for so that

it can travel over small rocks without difficulty. It has a

flexible outer rim joined to a rigid spoked hub. See the

accompan_6g photocopy. This wheel is being further reviewed.

MATERIALS: A meeting was setup with Dr. Carolyn Meyers to

Idiscuss the metals which we had selected by the use of

Materials Enqineerinq Materials Selector 1986 and the IBM-PC

metal selector. Specifically, AA33&(DSG A13320) and AA390

(DSG A03900) were the two main choices. These metals both

showed to have high temperature strength, low coefficient of

thermal expansion and good resistence to wear. Dr. Meyers

was pleased with both metals but suggested the AA33& because

of higher ductility. She saw no problem with casting in sand

in order to produce our bowlshape. She also suggested the

T& heat treatment in order to improve the strength. We are

to meet with her again later this week for further discussion.

GOAL: We are presently looking into purchasing two 115 volt

AC/DC motors along with two 12 inch tires. Along with the

other materials which we already have, we hope to have a

prototype ready by early next week. Other areas of

investigation at the present time include the form of steering,

the visual guidance system, and detailed maps of the lunar

surface.
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ME 4182 - MECHANICAL DESIGN ENGINEERING

SENIOR DESIGN PRO3ECT PROGRESS REPORT

TWO-WHEELED LUNAR DUMPTRUCK - GROUP 3

PREPARED BY: RON KRAYNICK
11115/88 .............. ---

The past week has been spent accomplishing a number of

different tasks. These tasks include finalizing details of

the lunar dumptruck body design, research on possible types

of remote vision, and further efforts in the construction of

the dumptruck scale model.

Lunar Model Design

Bowl Desiqn - The design of the bowl presented last week

remains the choice of the group, as does the material

selection. It was decided, however, that the aluminum

material selected would not be laminated with another

material to reduce wear. In discussing the possibilities

with Dr. Carolyn Meyers, we concluded that our material had

excellent wear properties and that a }aminate would only

raise the total weight and cost of the design.

Wheel Des_qn - The wheel design initially presented last week

remains the optimum design. Made of aluminum and titanium,

the wheel is well-suited for our requirements of low weight,

fdeformability, and large surface contact area. The wheel

design also exhibits traction comparable to that of pneumatic

tires, which will aid in traction analysis. Another benefit

of the proposed design is that as the load on the wheel is

increased, the surface contact area increases so that the

wheel does not sink into the lunar soil. s-

Visual Guidance System - The group was directed to Mr. John

Gilmore of the Georgia Tech Research Institute. After

presenting our situation to him, he suggested the use of one

IR camera and one laser rangefinder since the design limits

the number of mounting positions to two_ on either side of

the bowl.

Scale Model Design

Proqress - In the past week, all the necessary supplies have

been purchased and/or machined to specifications. The model

will be constructed in the next few days, producing a working
model by next week. The model will then be tested in order

to gather data concerning performance characteristics to be

expected on the lunar surface. Sand will be used as the

lunar soil simulant in all the experiments.

Goals

Lunar Model Desiqn - In the next week, the areas of steering

and dumping will be reviewed. Preliminary ideas have already

- been presented in group brainstorming sessions. They will

now be analyzed to determine the most feasible.

_Scale Model Desiqn - As stated previously, the group plans to

have a working model which can be tested by next week.
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FINAL PROGRESS REPORT

M.E.4182

TWO-WHEELED LUNAR DUMP TRUCK

PREPARED BY: Michael Brus

November 22, 1988

During the course of the past week our group has made

substantial progress leading to the completion of this

project. Some of this progress included completion of the

model, obtaining data concerning the surface of the moon that

the truck will most likely be utilized, and beginning to

compile information for our final report and presentation.

Although the scale model has been constructed for

approximately two weeks, we have faced various difficulties

in the past when trying to obtain experimental data. We have

since corrected all of the problems _that we faced and have

obtained limited but very reasonable data (as compared to our

analytical models). A short list of some of the information

we have collected from testing our model that we feel will

transfer almost directly to the lunar version is as follows:

I) The model has successfully climbed hills with an

approximate grade of 35 degrees, e h-it has also traveled down

the same slope with no difficulties. 3) The model has

traversed a hill of approximately 45 degrees which

corresponds directly with our original analytical estimate.

Other experiments have been performed and more are planned to

take place in the near future (scheduled for Wednesday) to

obtain more data.

Information obtained from reports of various Apollo

missions concerning the surface of the moon where•the

majority of the excavation might take place has proven to be

very helpful. From the photograohs taken by both Aoollo

astronauts and satellites we feel that the lunar version of

the dump truck will have little difficulty performing the

tasks it was designed to accomplish. Some of the more

interesting of these photographs have been included with this

report.

Information for the final report and presentation is

currently being compiled as well as the final touches of the

design itself. We feel that we are aoproximately 60-70%

comolete with our final reoort and we have all areas to be

discussed identified and certain group members assigned to

ensure that portion of the project is completed.
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APOLLO IS PRELIMINARY SCIENCE REPORT

been used in this composdt_ pho_h. The view coven zpproxima_ly 180" from _ Delta
in the south to the base of Mr. Hadley in tim =mlb ($-71.47078). _ ..

,i i
FIGURE 3-13.-Compodte pho_olpmph fo_ms • view to the north dons Hadley Rilk. Some ho_e_ud

tonal and textnnd diffeaw_cea, which can be detected in the east waft, may coneiate with the
hmtzonud bedding in the west waft of tim _ The boulder to the right center was the location of

the major mmpJtM and docum_mtado_ activity at station 2, wh_ the CDR is tudoad/_ _ltttp-
_ merit fzmn the Rover. Fmgmenu from the boulder 8rid flue material from around 8rid fx_n under

the bouldex were collected (S-71-$173.5).
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